
ULTRASEAT.COM PHONE: 1-800-667-7328 FAX: 1-888-667-7328

FULL SUSPENSION

UPPER/LOWER SLIDE RAILS
V876C CAT5

                       Dual Slide  Rails

Double Damper View

F E AT U R E S
•   High Adjustable Backrest

•   Left Hand Side Control for Recline 
Adjustment

•  Adjustable Mechanical Lumbar

•  Adjustable Headrest

•   Document Holder

•   7° Seat Tilt Adjustment in 3 Positions

•   50mm Seat Cushion Length Adjustment

•  24 Volt Air Suspension

•   Up to 190kg (418lbs) Manual Weight 
Adjustment

•   100mm (4”) Suspension Stroke

•   Adjustable Upper and Lower Double 
Locking Slide Rails with 5mm 
Reinforcement Bars

•   Z-Bar Mounting Brackets

•   POD blocks to attach original joystick 
bracket

O P T I O N S
•   2” Retractable Seat Belt • 81065 
•   3” Retractable Seat Belt • 81067
•  Other Seat Belt Options Available

 Contact One Of Our Seating Specialists 
For More Details

M O D E L S
V876C CAT5 Black/Grey Cloth • 580390C24

I N D U S T RY 
S TA N D A R D S

•  Operator Seat Vibration: ISO 7096

•  Seat Belt Anchor: ISO 6683

•  Flammability: FMVSS 302

 
         R E P L A C E S
•  Caterpillar Suspension Group Number   
     327-6521

•  Caterpillar Seat Group Numbers  
    327- 6502, 327-6503, 327-6508, 

    3276509
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